
 

 

Single Jet Sprinkler Model 961 

 

This series of low flow rates sprinklers expand the range of sprinklers 
TAVLIT offers with two flow rates, 120 , 160 lph (0.528,0.704 gpm), 
enabling growers to reduce precipitation rate and still enjoy the 
benefits of TAVLIT sprinklers with regards to uniformity trouble free 
operation and simple installation.  
Like the 920 series, the 961 has a unique patented design and simple 
firm construction 
 
 
Applications: 

 Ideal for crops that are sensitive to uniform water distribution, such as 
Carrots, Potatoes, Onions, Greens and other crops that require low 
precipitation rates. 

 Applicable for: 
 Nurseries, Green Houses, Cooling and Frost Protection  
 Full coverage of plantation,(Banana, Avocado, Kiwi ,Mature trees. 
 Parks and Gardens. 

 
 

Technical Specifications:  

 
 Insect protected – Sprinkler shuts off after 

irrigation. 
 Integral inlet filter.  
 Available in: 120,160 lph, (0.528, 0.704 gpm). 
 Overlapping spacing, up to 7X7 m' (23X23 ft.) 
 Available connections: 

 Plunger for PE tube 5/8". 
 Press fit for collar and 9/13 PVC tube. 

 Special engineering raw material for long life 
and durability. 

 

 

 



 

 
 
 
 
 
 
 
 
Part Circle model 961-P 
 
This product, offered in 120 lph (0.528 gpm) is an adjustable part 
circle sprinkler that can be adjusted easily to any arc between 90° to 
270°.  
 
 
Applications: 

 For the edge of fields irrigated with full circle sprinklers in 
order not to wet the road and save water. 

  For home gardens and landscape. 
 Can be used to irrigate wide strips and medians by spacing the sprinklers on 

both sides of the strip at spacings up to 8X8 (26X26 Ft). 
 Special engineering raw material. 

 
 

Technical Specifications 

 
 Insect protected – Sprinkler shuts off after irrigation. 
 Integral inlet filter. 
 Available in:  

 120, 160 lph, (0.528, 0.704 gpm). 
 Operating pressure: 2.0 - 2.5 bar (29 - 36 psi). 
 Available connections: 

 Plunger for PE tube 5/8". 
 Press fit for collar and 9/13 PVC tube. 

 Over lapping spacing: up to 8X8 m' (26X26 Ft) 
for wide strips and medians. 

 Overlapping radius: 7m' (23 Ft). 
 Required filtration : 60 mesh. 
 Special engineering raw material for long life 

and durability. 
 
 



 

 

 
 
 
 
 
 
 
Technical Table: 
 

Nozzle Flow Rate Wetting Diameter Max Rectangular Spacing 

(mm) (inch) (l/h) (gpm) (m) (Ft) (m) (Ft) 

1.5 0.059 120 0.528 12 39 7x7 23X23 

1.8 0.070 160 0.704 12.5 41 7x7 23X23 

 
 
Performance Table: 
 
Metric Unit 
 

Nozzle Q      Precipitation (mm/h)  

(mm) (l/h) 
  

Spacing (m) 

    3x3 4x4 5x5 6x6 7x7 

1.5 120 13.3 7.5 4.8 3.3 2.4 

1.8 160 17.8 10.0 6.4 4.4 3.3 

 
 
US Units 
 

Nozzle Q      Precipitation (inch/h)  

(inch) (gpm) 
  

Spacing (Ft) 

    7X7 13X13 16X16 20X20 23X23 

0.059 0.528 0.5 0.3 0.2 0.1 0.1 

0.070 0.704 0.7 0.4 0.3 0.2 0.1 

 
Notes: 

 At 70 cm (2Ft) height and operational pressure of 2 bar (29 psi). 
 For detailed distribution charts please refer to our computerized support 

system.  
 
 
 
 
 
 
 
 
 



 

 
 
 
 
 
 
 
 
 

 
 


